
Diamètre Extérieur
Outside Diameter

Außendurchmesser
"D" (mm)

Epaisseur
Wall Thickness

Rohrstärke
"E" (mm)

Masse Linéaire
Linear weight
Lineare Masse

(kg/m)

Temps de prod
Lead time

Vorlaufzeit
(Weeks)

12,0 0,9 0,246 7 to 9
16,0 0,8 0,300 7 to 9
16,0 0,9 0,335 7 to 9
18,0 0,9 0,380 7 to 9
18,0 2,0 0,789 7 to 9
20,0 0,9 0,424 7 to 9
20,0 1,0 0,469 7 to 9
20,0 1,5 0,684 2 to 7
20,0 2,0 0,888 7 to 9
22,0 0,9 0,468 7 to 9
22,0 1,0 0,518 7 to 9
22,0 1,5 0,758 7 to 9
22,0 2,0 0,986 7 to 9
25,0 1,0 0,592 2 to 7
25,0 1,5 0,869 2 to 7
25,0 2,0 1,134 2 to 7
25,0 2,5 1,387 7 to 9
25,0 3,0 1,628 7 to 9
28,0 1,5 0,980 7 to 9
28,0 2,0 1,282 7 to 9
29,8 1,2 0,846 7 to 9
30,0 1,0 0,715 7 to 9
30,0 1,5 1,054
30,0 2,0 1,381 2 to 7
32,0 1,5 1,128 7 to 9
32,0 2,0 1,480 2 to 7
34,0 2,0 1,578 7 to 9
34,9 1,0 0,836 7 to 9
34,9 1,2 0,997 7 to 9
35,0 1,5 1,239 2 to 7
35,0 2,0 1,628 2 to 7
35,0 2,5 2,004 7 to 9
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36,0 1,0 0,863 7 to 9
36,0 1,5 1,276 7 to 9
36,0 2,0 1,677 7 to 9
38,0 1,5 1,350 7 to 9
38,0 2,0 1,776 7 to 9
38,0 2,5 2,189 7 to 9
40,0 0,9 0,868 7 to 9
40,0 1,0 0,962 7 to 9
40,0 1,5 1,424
40,0 2,0 1,874
40,0 2,5 2,312 7 to 9
40,0 3,0 2,737 7 to 9
44,0 2,0 2,072 7 to 9
45,0 1,5 1,609 7 to 9
45,0 2,0 2,121 7 to 9
45,0 2,5 2,620 2 to 7
50,0 1,0 1,208 7 to 9
50,0 1,5 1,794 7 to 9
50,0 2,0 2,368
50,0 2,5 2,929 7 to 9
50,0 3,0 3,477 7 to 9
50,0 5,0 5,549 7 to 9
52,0 1,0 1,258 7 to 9
54,0 1,0 1,307 7 to 9
54,0 2,0 2,565 7 to 9
60,0 3,5 4,877 7 to 9



•

•

•

•

•

•
•

•

•

•

•

•


